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Addendum No. 1

Dear Contractor:

This addendum is being issued to the contract for construction on State highway in IMPERIAL COUNTY IN AND
NEAR BRAWLEY FROM 0.1 KM SOUTH OF WORTHINGTON ROAD TO 0.4 KM NORTH OF ROUTE 78.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on May 8, 2003.

This addendum is being issued to revise the Project Plans, the Notice to Contractors and Special Provisions, and the
Proposal and Contract.

Project Plan Sheet 137 is revised.  A half-sized copy of the revised sheet is attached for substitution for the like-
numbered sheet.

In the Special Provisions, Section 4, "BEGINNING OF WORK, TIME OF COMPLETION AND LIQUIDATED
DAMAGES," the second paragraph is deleted.

In the Special Provisions, Section 4, "BEGINNING OF WORK, TIME OF COMPLETION AND LIQUIDATED
DAMAGES," the third and fourth paragraphs are revised as follows:

"The Contractor shall begin work within 15 calendar days after the contract has been approved by the
Attorney General or the attorney appointed and authorized to represent the Department of Transportation.

The work shall diligently prosecuted to completion before the expiration of 385 WORKING DAYS
beginning on the fifteenth calendar day after approval of the contract."

In the Special Provisions, Section 8-2.02, "CORROSION CONTROL FOR PORTLAND CEMENT CONCRETE," is
added as attached.

In the Special provisions, Section 10-1.02, "ORDER OF WORK," the following paragraph is added after the first
paragraph:

"No work shall be performed along the "G" Line from Station 333+40 to 334+00, from 38 meters right
of the centerline to 38 meters left of the centerline, until after August 31, 2003."
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In the Special Provisions, Section 10-1.59, "PAINT TRAFFIC STRIPE," the following paragraph is added after the first
paragraph:

"For striping along the "G" Line, striping work for Detail 25 shall include a 100-mm wide black
painted stripe along the left side of the yellow stripe and Detail 27B shall include a 100-mm wide black
stripe along the right side of the white painted stripe.  The double traffic stripe, consisting of one 100-mm
wide yellow or white stripe adjacent to one 100-mm wide black stripe, will be measured as one traffic
stripe."

In the Proposal and Contract, the Engineer’s Estimate Item 93 is revised.

To Proposal and Contract book holders:

Replace page 7 of the Engineer's Estimate in the Proposal with the attached revised page 7 of the
Engineer's Estimate.  The revised Engineer's Estimate is to be used in the bid.

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.

This office is sending this addendum by UPS overnight mail to Proposal and Contract book holders to ensure that each
receives it.  A copy of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer

Attachments



8-2.02  CORROSION CONTROL FOR PORTLAND CEMENT CONCRETE
Portland cement concrete at abutment walls, wingwalls and driven piles of Rockwood Canal Bridge (Br. No. 58-335

L/R) is considered to be in a corrosive environment and shall conform to the provisions in Section 90, "Portland Cement
Concrete," of the Standard Specifications and these special provisions.

Cementitious material to be used in portland cement concrete shall conform to the provisions for cement and mineral
admixtures in Section 90-2, "Materials," of the Standard Specifications, and shall be a combination of "Type II Modified"
portland cement and mineral admixture.

Concrete in a corrosive environment shall contain not less than 400 kg of cementitous material per cubic meter.
No reduction in the cementitious material content specified or ordered, in conformance with the provisions in Section 90-

4.05, "Optional Use of Chemical Admixtures," of the Standard Specifications, will be allowed for concrete in a corrosive
environment.

Unless otherwise specified, for concrete in a corrosive environment, the amount of cement shall be 75 percent by mass,
and the amount of mineral admixture to be combined with cement shall be 25 percent by mass, of the total amount of
cementitious material to be used in the concrete mix.  The calcium oxide content of mineral admixtures shall not exceed
10 percent.

Except for concrete for driven piles at Rockwood Canal Bridge (Br. No. 58-335 L/R), the mineral admixture for concrete
in a corrosive environment shall conform to ASTM Designation: C618 Class F or N.

For concrete for driven piles at Rockwood Canal Bridge (Br. No. 58-335 L/R), the cementitious material shall be
comprised of either:

• 20 percent by mass of mineral admixture conforming to ASTM Designation: C618 Class F or N, 5 percent by mass of
mineral admixture conforming to ASTM Designation: C1240, and 75 percent by mass of cement.
• 10 percent by mass of mineral admixture conforming to ASTM Designation: C1240, and 90 percent by mass of cement.
• 10 percent by mass of metakaolin conforming to ASTM Designation: C618 Class N, and 90 percent by mass of cement.
Metakaolin shall also conform to the following chemical and physical requirements:

Chemical Requirements Percent
Silicon Dioxide (SiO2) + Aluminum Oxide (Al2O3) 92.0 min.

Calcium Oxide (CaO) 1.0 max
Sulfur Trioxide (SO3) 1.0 max.

Loss on ignition 1.2 max.
Available Alkalies (as Na2O) equivalent 1.0 max.

Physical Requirements Percent
Retained 45-µm (No. 325) sieve 2.0 max

Strength Activity Index with portland cement
7 days

28 days
100 (minimum % of control)
100 (minimum % of control)

The amount of free water used in concrete in a corrosive environment shall not exceed 160 kg/ m3, plus 40 kg for each
100 kg of cementitious material in excess of 400 kg/ m3.

Full compensation for conforming to the above requirements shall be considered as included in the contract prices paid
for the various contract items of work and no additional compensation will be allowed therefor.
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ENGINEER'S ESTIMATE
11-199364

Item Item
Code

Item Unit of
Measure

Estimated
Quantity

Unit Price Item Total

81
(S)

800008 FENCE (TYPE BW, 4-STRAND,
METAL POST)

M 9500

82 820107 DELINEATOR (CLASS 1) EA 70

83 820114 KILOMETER POST MARKER EA 12

84
(S)

820118 GUARD RAILING DELINEATOR EA 20

85
(S)

832003 METAL BEAM GUARD RAILING
(WOOD POST)

M 46

86 833080 CONCRETE BARRIER (TYPE K) M 330

87
(S)

839521 CABLE RAILING M 26

88
(S)

839565 TERMINAL SYSTEM (TYPE SRT) EA 6

89
(F)

839720 CONCRETE BARRIER (TYPE 732) M 90

90
(S)

840515 THERMOPLASTIC PAVEMENT
MARKING

M2 400

91
(S)

840563 200 MM THERMOPLASTIC TRAFFIC
STRIPE

M 1530

92
(S)

840564 200 MM THERMOPLASTIC TRAFFIC
STRIPE (BROKEN 3.66 M - 0.92 M)

M 580

93
(S)

840656 PAINT TRAFFIC STRIPE (2-COAT) M 82 000

94
(S)

850101 PAVEMENT MARKER (NON-
REFLECTIVE)

EA 2500

95
(S)

850111 PAVEMENT MARKER
(RETROREFLECTIVE)

EA 4570

96
(S)

860301 SIGNAL AND LIGHTING LS LUMP SUM LUMP SUM

97
(S)

860401 LIGHTING LS LUMP SUM LUMP SUM

98
(S)

860703 INTERCONNECTION CONDUIT AND
CABLE

LS LUMP SUM LUMP SUM

99
(S)

030855 SALVAGE TRAFFIC MONITORING
EQUIPMENT

LS LUMP SUM LUMP SUM

100 999990 MOBILIZATION LS LUMP SUM LUMP SUM

TOTAL BID: ___________
7
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